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Accessories

Ink Cartridges

Epson Papers

When printing from your computer using the Epson® printer 
driver, you can choose from any of the following Epson 
papers. When printing without a computer, select one of the 
papers marked with an asterisk (*) See page 3 for information 
about paper settings. The printer also works with plain paper.

Printer Specifications

Printing

Nozzle 
configuration 540 nozzles (90 each: black, cyan,

magenta, yellow, light cyan, light 
magenta)

Print direction Bidirectional with logic seeking

Control code ESC/P Raster, ESC/P-R command, 
EPSON Remote command

Input buffer 128KB

Mechanical

Paper capacity 120 sheets of 24 lb (90 g/m2) paper

Dimensions

Storage Width: 19.0 inches (483 mm) 
Depth: 11.8 inches (300 mm)
Height: 7.4 inches (188 mm)

Printing Width: 19.0 inches (483 mm)
Depth: 18.8 inches (478 mm)
Height: 11.7 inches (297 mm)

Weight 13.4 lb (6.1 kg) without ink cartridges

Environmental

Temperature

Operation 50 to 95 °F (10 to 35 °C)

Storage −4 to 140 °F (−20 to 60 °C) 
1 month at 104 °F (40 °C) 

Humidity (without condensation)

Operation 20 to 80% RH

Storage 5 to 85% RH

Cartridge Part number

Black T048120

Magenta T048320

Cyan T048220

Yellow T048420

Light Magenta T048620

Light Cyan T048520

Color Multipack T048920

Paper name Size

Part 

number

Epson Premium Bright 
White Paper

Letter (8.5 x 11 inches)* S041586

Epson Photo Quality Ink Jet 
Paper

Letter (8.5 x 11 inches)* S041062

Legal (8.5 x 14 inches) S041067

Epson Photo Quality Ink Jet 
Cards

A6 (4.1 x 5.8 inches) S041054

Epson Glossy Photo Paper Borderless 4 x 6 inches, 
non-perforated*

S041458

4 x 6 inches, perforated 
edges

S041134/
S041671

Letter (8.5 x 11 inches)* S041141/
S041649/
S041272/
S041271

Epson Matte Paper 
Heavyweight

Borderless 8 x 10 inches* S041467

Letter (8.5 x 11 inches)* S041257

Epson Double-Sided Matte 
Paper

Letter (8.5 x 11 inches) S041568

Epson Ultra Premium Glossy 
Photo Paper

Letter (8.5 x 11 inches)* S041935

Borderless 4 x 6 inches* S041934

Epson Premium Glossy 
Photo Paper 

Letter (8.5 x 11 inches)* S041286/
S041667

Borderless 4 x 6 inches* S041682

Borderless 5 x 7 inches* S041464

Borderless 8 x 10 inches* S041465

Epson Premium Semigloss 
Photo Paper

Letter (8.5 x 11 inches)* S041331

Borderless 4 x 6 inches* S041982

Epson Premium Luster 
Photo Paper

Letter (8.5 x 11 inches)* S041405

Epson Photo Quality Self 
Adhesive Sheets

A4 (8.3 x 11.7 inches) S041106

Epson Ink Jet 
Transparencies

Letter (8.5 x 11 inches) S041064

Epson Iron-On Transfer 
Paper

Letter (8.5 x 11 inches) S041153

Epson Glossy Photo 
Greeting Cards

Letter (8.5 x 11 inches), 
perforated edges

S041606

Epson Photo Stickers A6 (4.1 x 5.8 inches) S041144

Epson Semigloss Scrapbook 
Photo Paper

Letter* SCR1001

PremierArt™ Matte 
Scrapbook Photo Paper for 
Epson

Letter* SCR1002

Paper name Size

Part 

number
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Electrical

* Check the label on the back of the printer for your printer’s 
voltage.

Safety Approvals

Safety standards UL 1950, CSA 22.2 No. 950

EMI FCC part 15 subpart B class B
CSA C108.8 Class B

Ink Cartridges

* Ink thaws and is usable after approximately 3 hours at 
77 °F (25 °C).

Caution: Epson recommends the use of original Epson ink cartridges 
only. Products not manufactured by Epson may cause damage to 
your printer and will not be covered by Epson’s warranties.

Do not use an ink cartridge if the date on the cartridge has expired.

Do not refill ink cartridges. The printer calculates the amount of ink 
remaining using an IC chip on the ink cartridge, so even if the 
cartridge is refilled, the IC chip will report that it is empty.

Selecting the Media or Paper Type 
Setting

When printing from your computer, select the following 
Paper Type/Media Type settings in the driver software. 

Specification 120 V Model 220−240 V Model

Input voltage * 99 to 132 V 198 to 264 V

Rated frequency 50 to 60 Hz

Input frequency 49.5 to 60.5 Hz

Rated current 0.4 A 0.2 A

Power consumption Approx. 13 W (ISO10561 Letter Pattern)
Approx. 3 W in standby mode 

Specification Black ink cartridge Color ink cartridge

Color(s) Black Cyan, Magenta, Yellow, 
Light Cyan, Light Magenta

Cartridge life 2 years from production date (if unopened)
(within 6 months after opening package, at 77 °F 
[25 °C])

Storage 
temperature

−4 to 104 °F (−20 to 40 °C) 
1 month at 104 °F (40 °C)

Freezing 
temperature*

3.2 °F (−16 °C)

Dimensions 0.5 × 2.9 × 2.2 inches (W × D × H)
12.7 × 73.5 × 55.3 mm (W × D × H)

For this paper

Select this Paper Type/

Media Type setting

Plain paper sheets 
Epson Iron-On Transfer Paper

Plain Paper

Epson Premium Bright White Paper Bright White Ink Jet Paper

Epson Photo Quality Ink Jet Paper
Epson Photo Quality Ink Jet Cards
Epson Photo Quality Self Adhesive 
Sheets 
Epson Ink Jet Transparencies 

Photo Quality Ink Jet Paper

Epson Matte Paper Heavyweight
Epson Double-Sided Matte Paper
PremierArt Matte Scrapbook Photo 
Paper for Epson

Matte Paper - 
Heavyweight

Epson Photo Paper Photo Paper

Epson Glossy Photo Paper
Epson Photo Quality Glossy Paper
Epson Glossy Photo Greeting Cards

Glossy Photo Paper

Epson Ultra Premium Glossy Photo 
Paper

Ultra Premium Glossy 
Photo Paper

Epson Premium Glossy Photo Paper Premium Glossy Photo 
Paper

Epson Photo Stickers® Photo Stickers

Epson Premium Luster Photo Paper
Epson ColorLife Photo Paper

Premium Luster Photo 
Paper

Epson Premium Semigloss Photo 
Paper
Epson Semigloss Scrapbook Photo 
Paper

Premium Semigloss Photo 
Paper

Envelopes Envelopes
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When printing without a computer (in stand-alone mode), 
select the following Paper Type settings from the printer’s 
control panel.

Media Loading Guidelines

❏ See page 2 for a list of Epson papers that can be used with 
this printer. 

❏ Load paper short edge first, even when printing landscape-
oriented pictures. 

❏ Always handle sheets by the edges, and don’t touch the 
printable surface.

❏ Be sure to load the printable (whiter) side of the media face 
up in the sheet feeder. 

❏ Do not load paper higher than the arrow mark on the left 
edge guide. (Some papers should be loaded just one sheet at 
a time. Make sure you check any instructions included with 
the paper.) 

❏ In addition to the Media Type (or Paper Type) setting, 
remember to select the correct Paper Size for your media.

❏ If the package includes protective sheets between the sheets 
of media, be sure to remove the protective sheets before 
printing.

❏ Some special media have a cut corner that you need to 
position in the upper right when loading.

Note: Since the quality of any particular brand or type of paper may 
be changed by the manufacturer at any time, Epson cannot attest to 
the quality of any non-Epson brand or type of paper. Always test 
samples of paper stock before purchasing large quantities or printing 
large jobs.

Poor quality paper may reduce print quality and cause paper jams and 
other problems. If you encounter problems, switch to a higher grade 
of paper.

Do not load curled or folded paper.

Use papers under these conditions:
Temperature: 59 to 77 °F (15 to 25 °C)
Humidity: 40 to 60% RH

Store printouts on Photo Quality Glossy Film and Self Adhesive 
Sheets under these conditions:

Temperature: 59 to 86 °F (15 to 30 °C)
Humidity: 20 to 60% RH

Printable area

A: The minimum top margin is 0.12 inch (3.0 mm).
B-L: The minimum left margin is 0.12 inch (3.0 mm) 
B-R: The minimum right margin is 0.12 inch (3.0 mm) 
C: The minimum bottom margin is 0.12 inch (3.0 mm)
D-L: The minimum left margin for envelopes is 0.20 inch (5.0 mm)
D-R: The minimum right margin for envelopes is 0.20 inch (5.0 mm)
E: The minimum bottom margin for envelopes is 0.78 inch (20 mm)
** When printing with the borderless setting, print quality may 

decline in the top and bottom areas of the printout, or the area 
may be smeared.

For this paper

Select this Paper 

Type setting

Epson Ultra Premium Glossy Photo Paper Ultra Premium

Epson Premium Glossy Photo Paper Premium Glossy

Epson Premium Semigloss Photo Paper
Epson Semigloss Scrapbook Photo Paper

Semigloss

Epson Premium Luster Photo Paper Premium Luster

Epson Photo Paper
Epson Glossy Photo Paper
Epson Glossy Photo Greeting Cards

Photo Paper

Epson Matte Paper Heavyweight
PremierArtTM Matte Scrapbook Photo Paper for 
Epson

Matte

Plain paper
Epson Photo Quality Ink Jet Paper
Epson Premium Bright White Paper

Plain Paper

A

B-L B-R

C

A

D-RD-L

E
single sheets/index cards

envelopes

borderless 
(4 × 6, 5 × 7, 8 × 10, 
and letter-size only)
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Borderless Photos

BorderFree™ printing is available for a variety of paper types 
and sizes, whether you’re printing from your computer or in 
stand-alone mode. 

When printing from your computer, BorderFree printing 
supports the following paper types and sizes: 

Loading Paper

1. Open the paper support and raise the extension.

2. Place your paper short edge first against the right edge of the 
feeder, under the tab, with the printable (whiter or glossier) 
side up. If you are loading multiple sheets, fan the stack of 
paper before loading it to prevent paper jams.

Note: Don’t load paper above the arrow mark inside the left edge 
guide. Some special papers can be loaded only one sheet at a 
time. See your on-screen User’s Guide for details. 

3. Slide the left edge guide against the paper. Make sure it is 
snug, but not so tight that the paper is bent. (For letter-size 
paper, you may not need to move the edge guide over.) 

4. Open the output tray and pull out the extension.

You should also follow these guidelines: 

❏ Always load the short edge first, even when you’re printing 
landscape-oriented pictures.

❏ When using special papers, check the paper package for 
additional instructions. Some papers require using a support 
sheet included in the package.

Note: Always keep unused paper in the original package and store it 
flat to prevent curling.

For instructions on loading special papers and envelopes in the 
printer, see your on-screen User’s Guide.

Paper name

Letter 

size 4 × 6 5 × 7 8 × 10

Epson Photo Paper Yes No No No

Epson Glossy Photo Paper Yes Yes No No

Epson Premium Glossy Photo Paper Yes Yes Yes Yes

Epson Premium Semigloss Photo 
Paper

Yes No No No

Epson Premium Luster Photo Paper Yes No No No

Epson Matte Paper Heavyweight Yes No No Yes

Epson Ultra Premium Glossy Photo 
Paper

Yes Yes No No

Letter

4 × 6



Epson Stylus Photo R340

6 - Epson Stylus Photo R340 8/05

Loading CDs and DVDs

Follow these steps to load CDs and DVDs into your printer:

Caution: If you don’t insert the tray correctly, you may damage the 
printer or tray.

1. Push in the output tray extension and lower the CD/DVD 
tray guide. 

2. Place the CD or DVD on the CD tray with the white or 
printable side face-up. Make sure the disc lies flat on the 
tray.

To print on a small CD (8-cm), place the small CD ring on 
the tray first, then place the CD inside the ring. 

Caution: Make sure you always use the small CD ring when 
printing 8-cm CDs and that the CD and ring lie flat on the tray; 
otherwise the printer may be damaged. 

3. Insert the tray into the printer carefully, making sure it is 
level, not tilted up or down. 

Slide the tray under the tab and the two rollers. Push it in 
until the arrows on the tray and guide are aligned. Don’t 
push the tray in too far; line up the arrows exactly. 

See Printer Basics for more information on printing CDs 
and DVDs.

Printing Without a Computer

Your printer can print photos stored: 

❏ On a memory card 

❏ In a digital camera 

❏ On a USB data storage device, such as a CD-R drive, 
thumb drive, or an Iomega® Zip® drive 

❏ On a Bluetooth®-enabled device with the optional 
Bluetooth Photo Print adapter

Make sure the image files meet these requirements:

❏ JPEG files or uncompressed Tiff files only

❏ The file storage device complies with DCF (Design rule for 
Camera File systems) Version 1.0 

❏ Resolutions ranging from 160 × 160 to 4600 × 4600 pixels 

Lower CD/DVD 
tray guide

Push in extension 

Always use this ring 
with 8-cm CDs

Line up arrows

Keep tray level

Load tray under tab
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Inserting a Memory Card

1. Press the P power button to turn on your Epson Stylus 
Photo R340.

2. Open the memory card door.

3. Insert the memory card into one of the three slots, as shown 
below.

Note: Insert just one card at a time. See your on-screen User’s 
Guide for supported photo file formats.

4. Push the card in carefully until it stops (it doesn’t go in all 
the way). When it is in, the card light comes on. 

5. Close the memory card door.

After a moment, the printer reads and counts the number of 
images on your card. When it’s done, your images are 
available for printing. 

Removing Memory Cards

If your printer is connected to your computer, you need to 
eject the memory card from your computer before you remove 
the card from the printer, see Printer Basics for instructions on 
removing your memory card. 

Otherwise, make sure the card light is not flashing, then pull 
the card straight out of the slot.

Caution: Do not eject a card while the card light is flashing, or you 
may lose data on the card. 

Connecting a Digital Camera or External 
Storage Device

If you have one of the following devices, you can connect it 
directly to your printer using a USB cable: 

❏ Digital camera with PictBridge® or USB DP (USB Direct 
Print™) support

❏ USB thumb drives (see http://support.epson.com for a list 
of compatible drives)

❏ USB CD/DVD burners and drives (see http://
support.epson.com for a list of compatible drives)

❏ 100 or 250MB Iomega Zip drive, AC or USB powered

❏ Memory cards with a commercially available USB adapter 
(such as the MicroTech™ ZiO!™)

Note: Epson cannot guarantee the compatibility of any cameras or 
drives. If you’re not sure about your camera or drive, you can try 
connecting it. If it’s not compatible, you’ll see a screen saying that the 
connected device cannot be used.

If you are using a Zip disk or a thumb drive, it must be 
formatted as a FAT16 disk. If you insert a Macintosh-
formatted Zip disk or thumb drive, you see an error message 
saying that the inserted card cannot be used with the printer.

Tip: When you connect a CD drive, you can also print photos 
from Picture CDs that you get from your photo lab.

When you connect a digital camera or storage device, the 
printer treats it like a memory card. Follow these steps to 
connect it:

1. Remove any memory cards from the printer.

If you leave a card in the printer, images will be read from 
the card instead of your camera or storage device.

2. Connect the USB cable from your camera or storage device 
to the EXT I/F USB port on the front of the printer. Some 
digital cameras require a special USB cable; if so, be sure to 
use the one that came with the camera.

CompactFlash or 
Microdrive 

(left)

Memory Stick, 
SD (Secure Digital), or 

MMC (MultiMediaCard)
(middle)

SmartMedia or
xD Picture Card 

(right)

Card light
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3. Turn on the printer and your camera or storage device. 

After a moment, the printer reads and counts the number of 
images. When it’s done, your images are available for 
printing. 

Note: If you used the Stylus Photo R340 to back up your images on a 
Zip disk, CD, or another storage device (see Printer Basics), they’re 
stored in folders (001, 002, etc.). Use the u and d buttons on the 
printer’s control panel to highlight the folder you want to open, then 
press OK to open it. 

Printing Photos

Before you begin, make sure the printer is in 
Memory Card mode. If the printer is in CD/DVD 
mode, press the Memory Card button. 

Before you print, make sure you load paper 
and insert your camera’s memory card in the 
appropriate card slot (see page 7), or connect an external 
device that has photos (see page 7). 

Viewing and Printing Photos

The View and Print option lets you preview and choose 
individual photos to print. 

1. Press l or r to choose View 
and Print Photos, then press 
OK.

2. Press l or r to choose the 
photo you want to print.

3. Press u or d to select the 
number of copies. 

4. Repeat steps 2 and 3 for each additional photo you want to 
print.

5. Press the Print Settings button and choose your print 
settings. 

6. Press the x Start button to print your photo(s).

Note: To cancel printing, press the y Stop button.

Printing All the Photos on a Memory Card

The Print All Photos option lets you print all the photos on 
your memory card at once. 

1. Press l or r to choose Print All 
Photos, then press OK.  

2. Press u or d to select the 
number of copies. 

3. Press the Print Settings button and choose your print 
settings (see page 9). 

4. Press the x Start button to print your photos.

Note: To cancel printing, press the y Stop button.

Printing a Range of Photos

Choose and print a sequence of photos on your card—for 
example, photos 7 through 12. 

1. Press l or r to choose Print 
Range of Photos, then 
press OK.

2. Press l or r to choose the first 
photo you want to print.

3. Press l or r to choose the last 
photo you want to print.

4. Press u or d to select the number of copies. 

5. Press the Print Settings button and choose your print 
settings. 

6. Press the x Start button to print your photos. 

Note: To cancel printing, press the y Stop button.

Printing Photos from a Specific Date 

Print all the photos taken on a specific date that are stored on 
your memory card. 

1. Press l or r to choose Print by Date, then press OK.

2. Press u or d to choose a date, 
then press r to select it. (Select 
a date and press l to deselect 
it.)

3. Repeat step 2 for each date you 
want to choose for printing. 

4. Press u or d to select the number of copies. 

5. Press the Print Settings button and choose your print 
settings. 

6. Press the x Start button to print your photo.

Note: To cancel printing, press the y Stop button.
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Printing a Proof Sheet

Print a proof sheet showing thumbnail images and photo 
numbers for all the photos on your card. 

1. Press l or r to choose Print 
Proof Sheet, then press OK.

2. Press the Print Settings button 
and choose your print settings. 

Depending on your paper size, 
the proof sheet will print in 20-, 
30-, or 80-up layouts, as shown: 

3. Make sure you have enough sheets of paper loaded to print 
all the images on your card, then press the x Start button 
to print your proof sheet(s).

Note: To cancel printing, press the y Stop button.

Choosing Print Settings

After choosing the photos you want to print, make sure you 
choose the appropriate settings for your paper type, size, and 
print layout, as described below. 

1. Press the Print Setting button. 

2. Press the d button to choose Paper Type, then press OK.

3. Select the setting that matches the type of paper you loaded, 
then press OK. Refer to the table below:

4. Press d to select Paper Size and press OK. 

5. Press u and d to choose your paper size and press OK. 

6. After selecting the paper size, press d to select Layout and 
press OK.

7. Select one of the following layout options, then press OK.

Additional Standalone Features

See Printer Basics for information on other features that are 
available when printing without a computer:

❏ cropping, adjusting, and enhancing photos

❏ printing single or multiple photos on CDs or DVDs 

❏ using a CD-R drive or Zip drive to back up photos from a 
memory card

❏ Printing from a Bluetooth-enabled device with the optional 
Bluetooth adapter. 

Testing the Printer

You may need to run a printer check to see if a problem comes 
from the printer itself or some other source. 

1. Make sure any memory cards are removed (page 7), then 
disconnect the printer cable from the printer. 

2. Make sure that letter size paper is loaded in the sheet feeder, 
the CD/DVD tray is not inserted in the printer, and the 
CD/DVD guide is up.

3. Press the Setup button.

4. Press d to choose Nozzle Check. Press the r button, then 
press Start. The printer prints the nozzle check pattern.

5. Compare the quality of the printed check page with the 
sample shown below. If there are no print quality problems, 
such as gaps or missing segments in the test lines, the printer 

Letter, 80-up5 × 7, 30-up4 × 6, 20-up

Prints one photo per sheet, borderless; fits the photo 
lengthwise on the paper.

Prints one photo per sheet with borders around the edges.

Prints a photo on the top half of the sheet.

Prints two photos per sheet.

Prints four photos per sheet.

Prints eight photos per sheet.

Prints 20 photos per sheet; the photo number and date are 
also printed with each photo. (Good for printing larger-size 
index prints.)

Prints a CD/DVD jewel case insert with one photo on one 
side of the insert.

Prints a CD/DVD jewel case insert with twenty-four 
photos; twelve on each side of the insert.
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itself is fine. The problem probably lies with the printer 
driver settings, the application settings, the interface cable 
(be sure to use a shielded cable), or the computer itself.

If the check page does not print satisfactorily, as shown 
below, or if it doesn’t print at all, there is a problem with the 
printer. For example, if any segment of the printed lines is 
missing, this could mean a clogged ink nozzle. 

Replacing an Ink Cartridge

You can check the status of the ink cartridges by looking at the 
icons on the control panel. 

1. Press Setup.

2. Press d to choose Ink Levels, 
then press OK. 

The level of ink shown on the 
icons indicates the 
approximate amount of ink 
remaining. If an ink cartridge 
is low, you see a caution 
symbol. This is a good time to make sure you have a 
replacement cartridge. 

If an ink cartridge is empty, you see a message on the 
display telling you that the cartridge needs to be replaced.

3. Press OK, then press Setup to exit the Setup menu. 

Caution: You cannot print if any ink cartridge is empty. Leave the 
empty cartridge installed in the printer until you have obtained a 
replacement, or the ink remaining in the print head nozzles may dry 
out. To ensure good results, use genuine Epson ink cartridges and do 
not refill them. Other products may cause damage to your printer not 
covered by Epson’s warranty.

When an installed cartridge is more than six months old, you 
may need to replace it if printouts don’t look their best. If the 
quality doesn’t improve after cleaning and aligning the print 
head, you can replace the cartridge. 

Use these Epson ink cartridges within six months of installing 
them and before the expiration date on the package:

You can purchase genuine Epson ink and paper from an 
authorized Epson reseller. To find the nearest reseller, please 
call 800-GO-EPSON (800-463-7766). To purchase online, 
visit www.epsonstore.com (U.S. sales only). In Canada, please 
call (800) 463-7766 for reseller referral. 

Removing and Installing Ink Cartridges

Be sure you have a new ink cartridge before you begin. Once 
you start the ink cartridge replacement procedure, you must 
complete all the steps in one session. 

1. Make sure the printer is turned on and not printing, then 
open the printer cover.

2. If you see an Ink Out message, press OK. If you don’t see a 
message, press the Setup button, then Press d to choose 
Ink Cartridge Replacement, then press OK. Press OK 
again. The print head moves to the replacement position.

3. Open the cartridge cover. 

Cartridge Part number

Black T048120

Cyan T048220

Magenta T048320

Yellow T048420

Light Cyan T048520

Light Magenta T048620
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4. Press in the tab on the back of the cartridge and lift the 
cartridge out of the printer. Dispose of it carefully.

Warning: Keep ink cartridges out of the reach of children and do 
not drink the ink.

If ink gets on your hands, wash them thoroughly with soap and 
water. If ink gets in your eyes, flush them thoroughly with 
water.

5. Unwrap the new ink cartridge.

Caution: Don’t touch the green circuit board or 
remove any labels. 

6. Lower the cartridge into the holder, with the 
green circuit board facing the front. Then gently push the 
cartridge down until it clicks into place. 

7. If you need to replace another ink cartridge, repeat steps 4 
through 6 before continuing with step 8.

8. Close the ink cartridge cover.

9. Press OK and close the printer cover. 

The printer begins charging the ink delivery system. 

10. When you see a message that charging is complete (after 
about a minute), press OK.

Cleaning the Print Head 

If your printouts are unexpectedly light or faint, or dots or 
lines are missing from the image, you may need to clean the 
print head. This unclogs the nozzles so they can deliver ink 
properly. Print head cleaning uses ink, so clean it only if 
quality declines.

You can clean the print head either from the printer’s control 
panel or using your printer software. To clean it using the 
printer software, the printer must be connected directly to 
your computer (not over a network); see your on-screen User’s 
Guide for details.

Caution: When you don’t turn on your printer for a long time, the 
print quality can decline, so turn it on at least once a month to 
maintain good print quality.

Follow these steps to clean the print head from the printer’s 
control panel:

1. Make sure the printer is turned on but not printing.

2. Press the Setup button.

3. Press d to highlight Head Cleaning, then press OK.

4. To begin cleaning, press Start. The printer makes noise and 
you see a message on the LCD screen. Cleaning takes about 
30 seconds.

Caution: Do not turn off the printer or interrupt the cleaning 
process.

5. When cleaning is done, press OK to run a nozzle check to 
confirm the print head nozzles are clean.

Make sure letter-size plain paper is loaded in the printer, 
then press Start. The nozzle check pattern prints. 

6. Examine the nozzle check pattern you printed. Each 
staggered horizontal and straight vertical line should be 
complete, with no gaps in the pattern, as shown below:

❏ If your printout looks okay, you’re done. Press Back to 
finish.

❏ If there are any gaps (as shown below), press OK and 
then Start to clean the print head again. 
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If you don’t see any improvement after cleaning three or 
four times, check the solutions in your Printer Basics. You 
can also turn the printer off and wait overnight—this allows 
any dried ink to soften—and then try cleaning the print 
head again. 

Aligning the Print Head 

If your printouts contain misaligned vertical lines or 
horizontal banding, you may need to align the print head. 

You can align the print head either from the printer’s control 
panel or using your printer software. To align the print head 
from the printer software, the printer must be connected 
directly to your computer (not over a network); see your on-
screen User’s Guide for details.

Note: For the best results, load letter-size Epson Photo Quality Ink 
Jet Paper in the printer whenever you check the print head alignment.

Follow these steps to align the print head using the control 
panel:

1. Make sure the printer is turned 
on but not printing, and letter-
size paper is loaded. 

2. Press the Setup button.

3. Press d to choose Head 
Alignment, then press OK.

4. Press the x Start button to print 
the alignment pattern. 

5. Once the pattern is done 
printing, examine the first row or 
set of boxes (marked #1). Select 
the box (1-9) which is most 
evenly printed, with no 
noticeable streaks or lines. You may need to use a 
magnifying glass.

6. Press r, press u or d to choose the box number, then press 
OK. 

7. Repeat step 6 to select the best box for sets #2, #3, and #4.

8. When you’re finished, press OK, then press OK again. 

Transporting the Printer 

If you move your printer some distance, you need to prepare it 
for transportation in its original box or one of a similar size. 

Caution: To avoid damage, always leave the ink cartridges installed 
when transporting the printer.

1. Turn on the printer, wait until the print head locks in the 
far right position, then turn off the printer.

2. Unplug the power cord from the electrical outlet. 

3. Remove any memory cards from the printer and close the 
memory card cover. 

4. Remove any paper from the printer, push down the paper 
support extension, and close the paper support.

5. Open the printer cover. Secure the ink cartridge holder to 
the printer with tape as shown, then close the printer cover. 

6. Make sure the CD/DVD tray guide is closed, then push in 
the output tray extension and close the output tray. 

7. Repack the printer and its attachments in the original box 
using the protective materials that came with them. See 
your Start Here sheet.

Keep the printer level as you transport it. After transporting 
the printer, remove the tape securing the print head and test 
your printer. If you notice a decline in print quality, clean the 
print head (see page 11); if output is misaligned, align the 
print head (see page 12). 

Related Documentation

CPD-20396 Epson Stylus Photo R340 Printer Basics

CPD-20406 Epson Stylus Photo R340 Start Here

CPD-20397 Epson Stylus Photo R340 Quick Reference 

CPD-20398 Epson Stylus Photo R340 
CD-ROM with electronic User’s Guide

Tape the ink 
cartridge holder 
to the printer 
case


	Printer Parts
	Accessories
	Ink Cartridges
	Epson Papers

	Printer Specifications
	Printing
	Mechanical
	Environmental
	Electrical
	Safety Approvals
	Ink Cartridges

	Selecting the Media or Paper Type Setting
	Media Loading Guidelines
	Printable area

	Borderless Photos
	Loading Paper
	Loading CDs and DVDs
	Printing Without a Computer
	Inserting a Memory Card
	Removing Memory Cards
	Connecting a Digital Camera or External Storage Device

	Printing Photos
	Viewing and Printing Photos
	Printing All the Photos on a Memory Card
	Printing a Range of Photos
	Printing Photos from a Specific Date
	Printing a Proof Sheet
	Choosing Print Settings
	Additional Standalone Features

	Testing the Printer
	Replacing an Ink Cartridge
	Removing and Installing Ink Cartridges

	Cleaning the Print Head
	Aligning the Print Head
	Transporting the Printer
	Related Documentation


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


